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DISSALATORE
DESALTER MACHINE



SPECIFICHE TECNICHE DELLA
MACCHINA:

Struttura del tamburo rotante realizzata
completamente in acciaio inox 316

Telaio inferiore portante costruito in
robusto accaiaio al carbonio protetto da
zincatura a bagno caldo.
trasmissione a

Robusta cinghie con

puleggia di grandi dimensioni
completamente lavorata da fusione piena in
alluminio.

Tramoggia di carico automatica con pistoni
idraulici completi di centrale oleodinamica
a bordo.

Inclinazione del tamburo regolabile tramite
pistone idraulico.

Quadro di comando a bordo
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TECHNICAL SPECIFICATION OF THE
MACHINE:

Rotating drum structure made entirely of
316 stainless steel.

Lower bearing frame built in sturdy
carbon steel protected by hot dip
galvanizing.

Sturdy belt drive with large pulley com-
pletely machined from solid aluminum ca-
sting.

Automatic loading hopper with hydraulic
pistons complete with on-board hydraulic
unit.

Drum inclination adjustable by hydraulic
pistons.

Control panel on board
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3750 2500 7100

POTENZA INST. / POWER INST.

15 KW

PELLI TRATTABILI/ MAX HIDES THROUGHPUT

~ 6000 KG/H
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